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UHD SIGNAGE PLAYER BOX

The transition to innovative video wall displays can be challenging without the right equipment, and tack on lost 
time, high costs and overall frustration to business owners’ already packed schedules. Samsung’s all-in-one UHD 
Signage Player Box eliminates many of these hassles by aligning several critical video wall management tools into a 
single, low-maintenance platform.

Samsung’s integrated UHD Signage Player Box leverages the power of the Tizen operating system to produce cap-
tivating on-screen content. Capable of supporting setups ranging from single displays to 5x5 (with UHD resolution) 
and 10x10 (with FHD resolution) confi gurations, the Signage Player Box bridges a smooth exchange between the 
content server and display. This centralized workfl ow further improves operations by eliminating the need for exter-
nal media players and devices.

The UHD Signage Player Box brings often-disparate video wall information processing, content management and 
source switching tools together into a single platform that users can navigate and modify all at once. Extensive port 
connectivity drives smooth communication with external PCs and media players to introduce new content. This com-
position produces a clean, easy-to-manage installation at reduced labor and expense.

Users can synchronize their personal devices with the Signage Player Box’s embedded MagicInfo server to view and 
adjust critical performance settings anywhere and at any time. Through this centralized management, users can 
modify content and hardware within or across an entire daisy chain rather than having to fi ne-tune each individual 
display. Likewise, users can program the entire wall to power on and off or rotate content simultaneously.

FEATURE HIGH-QUALITY CONTENT IN A SIMPLE, COST-EFFICIENT MANNER

SEAMLESS CONTENT DELIVERY

INTUITIVE, SINGLE-SOURCE OPERATIONS

FULLY-INTEGRATED PERFORMANCE MANAGEMENT

ACC E SSO R I E S

All -In One

SSSP 4.0SwitcherMedia Player

EMBEDDED
CONTENT PLAY

MULTIPLE
CONNECTIVITY

SOURCE 
CHANGE



9

WALL MOUNTING SYSTEM

A dependable video wall requires multiple disparate parts to work together harmoniously to ensure consistent 
performance. Through a confi gurable and compatible wall mount, Samsung’s video walls remove several signifi cant 
installation steps and improve maintenance and ease of use for operators.

SECURELY STABILIZE VIDEO WALLS IN ANY CONFIGURATION

Specialized attach-and-connect wall mounts adhere each Samsung video wall to its surface, holding each individu-
al display in place even as confi gurations grow larger. Each mount is sized to the dimensions of the video wall, and 
users simply need to install the mount fi rst before connecting the displays. Additionally, the wall mounts take up 
minimal space and are hidden from view to prevent visual distraction.

The combination of the video walls’ user-friendly design and the complementary wall mount result in more consist-
ent, uniform implementation without requiring extensive measurement and adjustment. Users have more freedom 
to conceive and build visually-appealing walls respective of both display and mount size. This fl exibility also pre-
vents users from having to dismantle an entire video wall should a single display require maintenance or repair.

BUILD YOUR DESIRED LAYOUT WITH EASE

REDUCED MAINTENANCE THROUGH DIMENSIONAL CONSISTENCY

SAME DIMENSION
WITH SET

EASY 
INSTALLATION

FINE 
ADJUSTMENT

SLIM DEPTH OF
39MM
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RETAIL VERTICAL

As a marketplace that is among the most competitive and reliant on real-time information, retail stands to benefit 
greatly from upgrading to video walls. From highlighting ongoing sales promotions to notifying customers about 
upcoming events, video walls play a key role in driving both present and future sales and building emotional connec-
tions for shoppers with retailers and retail brands.
 
Samsung’s video walls make the perfect addition to any retail environment. Beyond introducing a realm of previous-
ly untapped content opportunities, these luxurious displays add ambience and sophistication to retail outlets. This 
all-in-one content center is ideal for informing, attracting and engaging customers in highly-trafficked areas, and 
providing an extra edge on neighboring competition.

•	  Boutique and specialty retailers
•	  Department stores
•	  Malls and shopping centers
•	  Supermarkets
•	  Themed restaurants and clubs
•	  Bank branches and investment centers

SAMSUNG VIDEO WALL RETAIL APPLICATIONS:

DRIVE IMPROVED SALES AND CUSTOMER SERVICE THROUGH NEXT-LEVEL 
CONTENT

B US I N E SS  A P P LI CAT I O N S
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CORPORATE VERTICAL 

PUBLIC SPACES

In public settings, the ability to relay clear and convenient real-time information can make a significant difference in 
shaping customer satisfaction. Whether in a convention center, airport or entertainment venue, guests and attend-
ees need assistance to remain on schedule and locate their desired services.
 
By delivering bright, bold images and real-time data, Samsung’s video walls break through visual noise to convey 
critical messages in public locations. An all-in-one content platform equips public users with the tools to create, 
share and modify content as necessary. Through a brilliant, distraction-free design, Samsung also ensures that view-
ers can read information clearly and without interruption. 
 
Often, public spaces require consistent, round-the-clock information delivery to accommodate customers’ varying 
schedules. Samsung’s video walls are designed for reliable, 24/7 operations and uninterrupted content presentation. 
As long as information is required, Samsung’s video walls are equipped to share it clearly and conveniently.

•	  Airports and train stations
•	  Museums and galleries
•	  Convention centers
•	  Theaters

DELIVER UP-TO-THE-MINUTE INFORMATION IN TIME-SENSITIVE PUBLIC SPACES

Business environments, ranging from office lobbies and meeting rooms to tradeshow booths, represent an oppor-
tunity to showcase knowledge and build trust with visiting audiences. Through inspiring and memorable content, 
businesses can leave a lasting impression that could potentially open the door to future sales opportunities.
 
Samsung’s all-in-one video wall lineup makes it easier for business users to create and deploy relevant messages 
in high-profile and highly visible areas. Rather than requiring external devices and media players, users can craft 
customized content conveniently and efficiently in one centralized location. Remote management further allows 
business teams to adjust messaging in seconds to match specific audience requirements.
 
In addition to performance enhancements, Samsung’s video walls bring life to business settings that static and 
analog displays simply cannot. The video walls add professionalism and décor complementary to any environment, 
and reflect a modern and trendy image to potential partners and customers. 

•	  Corporate lobbies and entrances
•	  Trade show booths
•	  Briefing and operation centers
•	  Control rooms

ENLIVEN BUSINESS ARENAS WITH FRESH MESSAGING

SAMSUNG VIDEO WALL CORPORATE APPLICATIONS:

SAMSUNG VIDEO WALL PUBLIC APPLICATIONS:
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MODEL
UHF-E SERIES UDE-A SERIES

UH55F-E UD46E-A UD55E-A

 Panel  

Diagonal Size Class 55" 46" 55"

Measured 54.6" / 138.7cm 45.9" / 116.8cm 54.6" / 138.7cm

Type D-LED DID D-LED DID D-LED DID

Resolution 1920*1080 1920*1080 1920*1080

Pixel Pitch(mm) 0.63mm(H) * 0.63mm(V) 0.53025mm(H) * 0.53025mm(V) 0.63mm(H) * 0.63mm(V)

Active Display Area(mm) 1209.6 * 680.4mm 1018.08mm*572.67mm 1209.6 * 680.4mm

Brightness Max 700 cd/m2 Max 700 cd/m2 Max 700 cd/m2

Contrast Ratio 4000:1 3500:1 4000:1

Viewing Angle(H/V) 178/178 178/178 178/178

Response Time(G-to-G) 8ms 8ms 8ms

Display Colors 8 bit - 16.7M 8 bit - 16.7M 8 bit - 16.7M

Color Gamut 72% 72% 72%

Operation Hour 24/7 24/7 24/7

Haze 25% (Outer Haze 23%) 25% (Outer Haze 23%) 25% (Outer Haze 23%)

Display

Dynamic C/R MEGA DCR MEGA DCR MEGA DCR

H-Scanning Frequency 30kHz ~ 81kHz 30kHz ~ 81kHz 30kHz ~ 81kHz

V-Scanning Frequency 48Hz ~  75Hz 48Hz ~  75Hz 48Hz ~  75Hz 

Maximum Pixel Frequency 148.5MHz 148.5MHz 148.5MHz

Sound Speaker Type N/A N/A N/A

Connectivity

INPUT

RGB Analog D-SUB, DVI-D, Display 
Port 1.2

Analog D-SUB, DVI-D, Display 
Port 1.2

Analog D-SUB, DVI-D, Display 
Port 1.2

VIDEO HDMI 2.0 (2) HDMI 2.0 (2) HDMI 2.0 (2)

HDCP HDCP 2.2 HDCP 2.2 HDCP 2.2

AUDIO Stereo mini Jack Stereo mini Jack Stereo mini Jack

USB Only F/W upgrade Only F/W upgrade Only F/W upgrade

OUTPUT

RGB DP1.2(Loop-out) DP1.2(Loop-out) DP1.2(Loop-out)

VIDEO N/A N/A N/A

AUDIO Stereo mini Jack Stereo mini Jack Stereo mini Jack

Power Out N/A N/A N/A

EXTERNAL CONTROL RS232C(in/out), RJ45 RS232C(in/out), RJ45 RS232C(in/out), RJ45

EXTERNAL SENSOR Detachable type(IR, Ambient) Detachable type(IR, Ambient) Detachable type(IR, Ambient)

Tuner N/A N/A N/A

Power

Type Internal Internal Internal

Power Supply AC 100 - 240 V~ (+/- 10 %), 50/60 
Hz

AC 100 - 240 V~ (+/- 10 %), 50/60 
Hz

AC 100 - 240 V~ (+/- 10 %), 50/60 
Hz

Power Con-
sumption

Max[W/h] 297 187 297

Typical[W/h] 180 128(168 China) 180

BTU(Max) 1013 638 1013

Sleep Mode less than 0.5W less than 0.5W less than 0.5W

Off Mode less than 0.5W less than 0.5W less than 0.5W

LINEUP

S P EC I F I CATI O N S
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UDE-B SERIES UHF5 SERIES UDE-C SERIES

UD46E-B UD55E-B UH46F5 UD46E-C
46" 55" 46" 46"

45.9" / 116.8cm 54.6" / 138.7cm 45.9" / 116.8cm 45.9" / 116.8cm

D-LED DID D-LED DID D-LED DID D-LED DID

1920*1080 1920*1080 1920*1080 1920*1080

0.53025mm(H)*0.53025mm(V) 0.63mm(H) * 0.63mm(V) 0.53025 (H) x 0.53025(W) 0.53025mm(H)*0.53025mm(V)

1018.08mm*572.67mm 1209.6 * 680.4mm 1018.08(H) x 572.67(V) 1018.08mm*572.67mm

Max 500 cd/m2 Max 500 cd/m2 Max 700 cd/m2 Max 500 cd/m2

3500:1 4000:1 4000:1 3500:1

178/178 178/178 178/178 178/178

8ms 8ms 8ms 8ms

8 bit - 16.7M 8 bit - 16.7M 8 bit - 16.7M 8 bit - 16.7M

72% 72% 72% 72%

24/7 24/7 24/7 24/7

44% (Outer Haze 11%) 44% (Outer Haze 11%) 11% 44% (Outer Haze 11%)

MEGA DCR MEGA DCR MEGA DCR MEGA DCR

30kHz ~ 81kHz 30kHz ~ 81kHz 30kHz ~ 81kHz 30kHz ~ 81kHz

48Hz ~  75Hz 48Hz ~  75Hz 48Hz ~  75Hz 48Hz ~  75Hz 

148.5MHz 148.5MHz 148.5MHz 148.5MHz

N/A N/A N/A N/A

Analog D-SUB, DVI-D, Display Port 1.2 Analog D-SUB, DVI-D, Display Port 1.2 DVI-D, Display Port 1.2 Analog D-SUB, DVI-D, Display Port 1.2

HDMI 2.0 (2) HDMI 2.0 (2) HDMI 2.0 (2) HDMI 2.0 (2)

HDCP 2.2 HDCP 2.2 HDCP 2.2 HDCP 2.2

Stereo mini Jack Stereo mini Jack Stereo mini Jack Stereo mini Jack

Only F/W upgrade Only F/W upgrade Only F/W upgrade Only F/W upgrade

DP1.2(Loop-out) DP1.2(Loop-out) DP1.2(Loop-out) DP1.2(Loop-out)

N/A N/A N/A N/A

Stereo mini Jack Stereo mini Jack Stereo mini Jack Stereo mini Jack

N/A N/A N/A N/A

RS232C(in/out), RJ45 RS232C(in/out), RJ45 RS232C(in/out), RJ45 RS232C(in/out), RJ45

Detachable type(IR, Ambient) Detachable type(IR, Ambient) Detachable type(IR) Detachable type(IR, Ambient)

N/A N/A N/A N/A

Internal Internal Internal Internal

AC 100 - 240 V~ (+/- 10 %), 50/60 Hz AC 100 - 240 V~ (+/- 10 %), 50/60 Hz AC 100 - 240 V~ (+/- 10 %), 50/60 Hz AC 100 - 240 V~ (+/- 10 %), 50/60 Hz

143 198 132 143

87(120 China) 136 98 93(108 China)

488 675 450.4 488

less than 0.5W less than 0.5W less than 0.5W less than 0.5W

less than 0.5W less than 0.5W less than 0.5W less than 0.5W
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Certification

Safety

UL (USA) : UL 60950-1 
CSA (Canada) : CSA C22.2 No. 
60950-1  
TUV (Germany) : EN60950-1 
NEMKO (Norway) : EN60950-1  
KC (Korea) : K60950-1  
CCC (China) : GB4943.1-2011 
PSB (Singapore) : IEC60950-1 
GOST (Russia) : IEC60950-1, 
EN55022 
SIQ (Slovenia) : IEC60950-1, 
EN55022 
PCBC (Poland) : IEC60590-1, 
EN55022 
NOM (Mexico) : NOM-019-
SCFI-1993 
IRAM (Argentina) :IEC60950-1 
SASO (Saudi Arabia) : 
IEC60950-1

UL (USA) : UL 60950-1 
CSA (Canada) : CSA C22.2 No. 
60950-1  
TUV (Germany) : EN60950-1 
NEMKO (Norway) : EN60950-1  
KC (Korea) : K60950-1  
CCC (China) : GB4943.1-2011 
PSB (Singapore) : IEC60950-1 
GOST (Russia) : IEC60950-1, 
EN55022 
SIQ (Slovenia) : IEC60950-1, 
EN55022 
PCBC (Poland) : IEC60590-1, 
EN55022 
NOM (Mexico) : NOM-019-
SCFI-1993 
IRAM (Argentina) :IEC60950-1 
SASO (Saudi Arabia) : 
IEC60950-1

UL (USA) : UL 60950-1 
CSA (Canada) : CSA C22.2 No. 
60950-1  
TUV (Germany) : EN60950-1 
NEMKO (Norway) : EN60950-1  
KC (Korea) : K60950-1  
CCC (China) : GB4943.1-2011 
PSB (Singapore) : IEC60950-1 
GOST (Russia) : IEC60950-1, 
EN55022 
SIQ (Slovenia) : IEC60950-1, 
EN55022 
PCBC (Poland) : IEC60590-1, 
EN55022 
NOM (Mexico) : NOM-019-
SCFI-1993 
IRAM (Argentina) :IEC60950-1 
SASO (Saudi Arabia) : 
IEC60950-1

EMC

FCC (USA)  FCC Part 15, Subpart 
B class A 
CE (Europe) EN55022, EN55024 
VCCI (Japan) V-3 (CISPR22) 
KCC (Korea)    :KN22, KN24 
BSMI (Taiwan)   : CNS13438 
(CISPR22) 
C-Tick (Australia)   : AS/
NZS3548 (CISPR22)  
CCC(China) :GB9254-2008, 
GB17625.1-2012

FCC (USA)  FCC Part 15, Subpart 
B class A 
CE (Europe) EN55022, EN55024 
VCCI (Japan) V-3 (CISPR22) 
KCC (Korea)    :KN22, KN24 
BSMI (Taiwan)   : CNS13438 
(CISPR22) 
C-Tick (Australia)   : AS/
NZS3548 (CISPR22)  
CCC(China) :GB9254-2008, 
GB17625.1-2012

FCC (USA)  FCC Part 15, Subpart 
B class A 
CE (Europe) EN55022, EN55024 
VCCI (Japan) V-3 (CISPR22) 
KCC (Korea)    :KN22, KN24 
BSMI (Taiwan)   : CNS13438 
(CISPR22) 
C-Tick (Australia)   : AS/
NZS3548 (CISPR22)  
CCC(China) :GB9254-2008, 
GB17625.1-2012

Environment N/A N/A N/A

accessories

Included
Quick Setup Guide, Warranty Card, 

DP cable, stereo to DB9 cable, Power Cord, 
Remote Controller, Batteries, 

optional 

Stand N/A N/A N/A

Mount WMN-55VD WMN-46VD WMN-55VD

Specialty N/A MID-UD46DS MID-UD55DS

Media Player Option Type SBB(Slide In), Signage player 
box

SBB(Slide In), Signage player 
box

SBB(Slide In), Signage player 
box

LINEUP

S P EC I F I CATI O N S

MODEL
UHF-E SERIES UDE-A SERIES

UH55F-E UD46E-A UD55E-A

Mechanical 
Spec

Dimension 
(mm)

Set 1211.6 x 682.4 x 96.3 1022.1x 576.6 x 97.4 1213.5 * 684.3 * 96.6

Package 1355 x 809 x 320 1160 X  715 X 280 1355 X 809 X 320

Weight (kg)
Set 21.0kg 16.2kg 21.5Kg

Package 28.2kg 22.6kg 29kg

VESA Mount 600 * 400 (mm) 600 * 400 (mm) 600 * 400 (mm)

Protection Glass N/A N/A N/A

Stand Type N/A N/A N/A

Bezel Width (mm) 1.15mm(U/L), 0.55mm(R/B) 2.3mm(U/L), 1.2mm(R/B) 2.3mm(U/L), 1.2mm(R/B)

Operation
Operating Temperature 0℃~ 40℃ 0℃~ 40℃ 0℃~ 40℃

Humidity 10~80% 10~80% 10~80%

Feature Key Extreme Narrow Bezel Ultra Narrow Bezel Ultra Narrow Bezel

Special

ACM Support(Advanced Color Management), Auto Source Switching & Recovery, Haze 44%,  
Temperature Sensor, RS232C/RJ45 MDC,Plug and Play (DDC2B),  Video Wall(15x15(OSD)), Video Wall 
Daisy Chain(10x10), Pivot Display, Image Rotation, Button Lock, DP 1.2 Digital Daisy Chain(Supporting 
UHD Resolution, HDCP support), Smart F/W update, Clock Battery(80hrs Clock Keeping)
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UL (USA) : UL 60950-1 
CSA (Canada) : CSA C22.2 No. 
60950-1  
TUV (Germany) : EN60950-1 
NEMKO (Norway) : EN60950-1  
KC (Korea) : K60950-1  
CCC (China) : GB4943.1-2011 
PSB (Singapore) : IEC60950-1 
GOST (Russia) : IEC60950-1, 
EN55022 
SIQ (Slovenia) : IEC60950-1, 
EN55022 
PCBC (Poland) : IEC60590-1, 
EN55022 
NOM (Mexico) : NOM-019-
SCFI-1993 
IRAM (Argentina) :IEC60950-1 
SASO (Saudi Arabia) : IEC60950-1

UL (USA) : UL 60950-1 
CSA (Canada) : CSA C22.2 No. 
60950-1  
TUV (Germany) : EN60950-1 
NEMKO (Norway) : EN60950-1  
KC (Korea) : K60950-1  
CCC (China) : GB4943.1-2011 
PSB (Singapore) : IEC60950-1 
GOST (Russia) : IEC60950-1, 
EN55022 
SIQ (Slovenia) : IEC60950-1, 
EN55022 
PCBC (Poland) : IEC60590-1, 
EN55022 
NOM (Mexico) : NOM-019-
SCFI-1993 
IRAM (Argentina) :IEC60950-1 
SASO (Saudi Arabia) : IEC60950-1

UL (USA) : UL 60950-1 
CSA (Canada) : CSA C22.2 No. 
60950-1  
TUV (Germany) : EN60950-1 
NEMKO (Norway) : EN60950-1  
KC (Korea) : K60950-1  
CCC (China) : GB4943.1-2011 
PSB (Singapore) : IEC60950-1 
GOST (Russia) : IEC60950-1, 
EN55022 
SIQ (Slovenia) : IEC60950-1, 
EN55022 
PCBC (Poland) : IEC60590-1, 
EN55022 
NOM (Mexico) : NOM-019-
SCFI-1993 
IRAM (Argentina) :IEC60950-1 
SASO (Saudi Arabia) : IEC60950-1

UL (USA) : UL 60950-1 
CSA (Canada) : CSA C22.2 No. 
60950-1  
TUV (Germany) : EN60950-1 
NEMKO (Norway) : EN60950-1  
KC (Korea) : K60950-1  
CCC (China) : GB4943.1-2011 
PSB (Singapore) : IEC60950-1 
GOST (Russia) : IEC60950-1, 
EN55022 
SIQ (Slovenia) : IEC60950-1, 
EN55022 
PCBC (Poland) : IEC60590-1, 
EN55022 
NOM (Mexico) : NOM-019-
SCFI-1993 
IRAM (Argentina) :IEC60950-1 
SASO (Saudi Arabia) : IEC60950-1

FCC (USA)  FCC Part 15, Subpart B 
class A 
CE (Europe) EN55022, EN55024 
VCCI (Japan) V-3 (CISPR22) 
KCC (Korea)    :KN22, KN24 
BSMI (Taiwan)   : CNS13438 
(CISPR22) 
C-Tick (Australia)   : AS/NZS3548 
(CISPR22)  
CCC(China) :GB9254-2008, 
GB17625.1-2012

FCC (USA)  FCC Part 15, Subpart B 
class A 
CE (Europe) EN55022, EN55024 
VCCI (Japan) V-3 (CISPR22) 
KCC (Korea)    :KN22, KN24 
BSMI (Taiwan)   : CNS13438 
(CISPR22) 
C-Tick (Australia)   : AS/NZS3548 
(CISPR22)  
CCC(China) :GB9254-2008, 
GB17625.1-2012

FCC (USA)  FCC Part 15, Subpart B 
class A 
CE (Europe) EN55022, EN55024 
VCCI (Japan) V-3 (CISPR22) 
KCC (Korea)    :KN22, KN24 
BSMI (Taiwan)   : CNS13438 
(CISPR22) 
C-Tick (Australia)   : AS/NZS3548 
(CISPR22)  
CCC(China) :GB9254-2008, 
GB17625.1-2012

FCC (USA)  FCC Part 15, Subpart B 
class A 
CE (Europe) EN55022, EN55024 
VCCI (Japan) V-3 (CISPR22) 
KCC (Korea)    :KN22, KN24 
BSMI (Taiwan)   : CNS13438 
(CISPR22) 
C-Tick (Australia)   : AS/NZS3548 
(CISPR22)  
CCC(China) :GB9254-2008, 
GB17625.1-2012

N/A N/A Energy Star 7.0 N/A

Quick Setup Guide, Warranty Card, 
DP cable, stereo to DB9 cable, Power Cord, 

Remote Controller, Batteries, 

N/A N/A N/A N/A

WMN-46VD WMN-55VD WMN-46VD WMN-46VD

MID-UD46DS MID-UD55DS N/A MID-UD46FS

SBB(Slide In), Signage player box SBB(Slide In), Signage player box SBB, Signage player box SBB(Slide In), Signage player box

UDE-B SERIES UHF5 SERIES UDE-C SERIES

UD46E-B UD55E-B UH46F5 UD46E-C

1022.1x 576.6 x 97.4 1213.5 * 684.3 * 96.6 1023.8 x 578.4 x 47.9 1024mm X 578.6mm X 113.6mm 

1160 X  715 X 280 1355 X 809 X 320 1171x734x277 1160mm X 715mm X 295mm

18.0Kg 21.5kg 13.5kg 18.3Kg

22.4kg 29kg 19.5kg 23.5Kg

600 * 400 (mm) 600 * 400 (mm) 400 * 400 (mm) 600 * 400 (mm)

N/A N/A N/A N/A

N/A N/A N/A N/A

2.3mm(U/L), 1.2mm(R/B) 2.3mm(U/L), 1.2mm(R/B) 3.4mm(U/L), 2.0mm(R/B) 3.7mm(U/L), 1.8mm(R/B)

0℃~ 40℃ 0℃~ 40℃ 0℃~ 40℃ 0℃~ 40℃

10~80% 10~80% 10~80% 10~80%

Ultra Narrow Bezel Ultra Narrow Bezel Thinnest Depth, Super Narrow Bezel Super Narrow Bezel

ACM Support(Advanced Color Management), Auto Source Switching & Recovery, Haze 44%,  Temperature Sensor, RS232C/RJ45 MDC,Plug and Play (DDC2B),  
Video Wall(15x15(OSD)), Video Wall Daisy Chain(10x10), Pivot Display, Image Rotation, Button Lock, DP 1.2 Digital Daisy Chain(Supporting UHD Resolution, 
HDCP support), Smart F/W update, Clock Battery(80hrs Clock Keeping)
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Scan this code with your smartphone 
to download the Samsung Display Solutions Mobile App.

ABOUT SAMSUNG ELECTRONICS CO., LTD. 
Samsung Electronics Co., Ltd. inspires the world and shapes the future with transforma-
tive ideas and technologies. The company is redefi ning the worlds of TVs, smartphones, 
wearable devices, tablets, cameras, digital appliances, medical equipment, network sys-
tems, and semiconductor and LED solutions. For the latest news, please visit Samsung 
Newsroom at http://news.samsung.com

For more information about Samsung SMART Signage Video Wall, visit 
www.samsung.com/business or 
www.samsung.com/displaysolutions 

SMART SIGNAGE


